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Handling instructions
Please read our handling instructions carefully before unpacking.

Important

e Never move the Atmos clock without locking it first.
e Do not move the hour hand.

e Only move the minute hand clockwise.

1. Location

Choose a quiet, stable location for the Atmos clock that is as vibration-free as possible. Due to temperature
fluctuations, locations on exterior walls are preferable. Make sure that the clock is not exposed to too much
sunlight, as this can damage the gold plating and cause the dial to fade, among other things.

2. Installation

If present, first loosen the locking screw under the clock as far as it will go. Place the clock in its intended
location and align it using the spirit level on the front adjustment screws to ensure high accuracy.

3. Setting

If your clock is not yet locked, lock it before setting the time. Now carefully set the time a few minutes ahead of
the current time, turning only the minute hand clockwise. Do not touch the dial. If you want to set the clock back
from summer to winter time, i.e., set it back one hour, turn the minute hand forward 11 times to reach the desired
time.

4. Start

Wait until the preset time has been reached, then release the locking lever from right to left. On some clocks, this
lever is somewhat stiff. Therefore, release the lever slowly so as not to give the pendulum any additional
momentum. Otherwise, damage to the escape fork may occur. The pendulum will now swing freely and will take
a few days to find its momentum.

5. Fine adjustment

You can fine-tune the clock using the small adjustment lever above the dial. One notch to the right or left
corresponds to approximately 10 to 15 seconds of correction in 24 hours of running time.

Locking

Wait until the rotating pendulum has turned completely to the right before locking the clock or
adjusting the time. Now move the locking lever from left to right to lock the pendulum. Make sure you
move it smoothly and evenly. It is important that you push the lever all the way to the right.

My watch has stopped

Do not turn the minute hand under any circumstances. Instead, carefully move the rotating pendulum
to the right by a maximum of 180 degrees with your finger. Then lock the watch with the locking
lever. You can now set the correct time on the minute hand as described in the “Setting” section. Then
release the locking lever so that the clock starts running again. If it stops again after a while, you can



be sure that the clock needs servicing. However, it will often run again for weeks, months, or years,
depending on the cause of the stoppage.

Tips for the cold season

If your Atmos is kept in a relatively cool room during the cold season (the temperature is constantly
below 16-17 degrees Celsius), treat your clock to a little warmth from time to time. To do this, lock it
as described in the section “Locking the Atmos clock correctly.” This secures the clock and allows
you to place it in a warmer room for one to two days. This ensures the winding function, and your
clock will thank you for it! When releasing the locking pendulum, always make sure that the rotating
pendulum does not start swinging.
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at the bottom.

N adjustment lever
locking screw

~

€.5.9| Increase or decrease during a month
- Qﬁ‘ Minutes
¥ per month Move the correction lever by
Vo
+2,5min 112
+5 min 1
fast | +7.5min 15 move to the left
+10 min 2
+15min 3
+20 min 4
-2,5min 12
-5 min 1
slow | -7.5min 15 move to the right
-10min 2
-15min 3
-20min 4

Further information can be found on our website at:
www.watch-time.de/en/everything-you-need-to-know-about-operating-your-atmos-clock.

If you have any questions or problems, please do not hesitate to contact us-you are also welcome to
call us at 0171 4000001. We hope you will enjoy your Atmos clock for many years to come.

Kind regards,

watch-time GmbH



